











































































































QTY,

LEVEL| ITEM | PART NO. | dT% DESCRIP TION ONE DWG. NO.
| 1 27-00113 GRID HANGER TYPE 4A CORNER 1
| 2
| 3
| 4 176—72-81 ATR .50 X 7 NC LH GR2 PLAIN 1 *
| 5 27-00024 GRID HANGER 2.6 LH X 1.38" 2 27-00-22
| 6 27-00025 GRID HANGER 2.6 RH X 1.38" 2 27-00-22
| 7 27-00053 BRKT GRID 2.256 X 2.25 X .b0 PL 1 * 27-01-16
| 8 131-63-76 BOLT .5 X 2.5 NC SOCSET ELECTRO 2
| 9 125—-00-5b6 NUT .6 X NC FIN HX ZNC 4
| 10 125-50-24 NUT .5 X NC LH HEX PLTD 4
| 11 175-72-85 PACMAN FILTER HOLD DOWN PLATE 1 27-01-15
NOTE: @ NOTE:
ELECTROLESS NICKLE .@1 /N 4 ASSEMBLY SHOULD BE TIGHTENED TO "SNUG TIGHT" AS
PARTS AND ASSEMBLE. /@ DEFINED BY AISC.

TACK WELD NUT TO
BOTTOM OF ROD.

* CAUTION SHOULD BE TAKEN NOT TO OVER-TORQUE THE
ASSEMBLY.

* OVER-TORQUING THE ASSEMBLY CAN RESULT IN
DEFORMATION OF THE ALUMINUM HANGERS.

* HANGERS THAT ARE DEFORMED SHOULD NOT BE USED.
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Fotovg s LEANPAK
/\ 10/01 R ADDED NOTES & UPDATED BOM GRID HANGER TYPE 4A CORNER
02-10-00 CLEAN-TRAK 2.6

GRID SUSPENSION & GRID HOLDDOWN
AT OUTSIDE PERIMETER CORNER

27-01-11



/N

DEFINED BY AISC.
ASSEMBLY.

* CAUTION SHOULD BE TAKEN NOT TO OVER-TORQUE THE

* OVER-TORQUING THE ASSEMBLY CAN RESULT IN
DEFORMATION OF THE ALUMINUM HANGERS.
* HANGERS THAT ARE DEFORMED SHOULD NOT BE USED.

* ASSEMBLY SHOULD BE TIGHTENED TO "SNUG TIGHT" AS

LEVEL| ITEM | % PART NO T%TrX'L DESCRIP TION 8&' DWG. NO.
| 0 27-00108 GRID HANGER TYPE 5 INTERIOR 1

| 1 | 175-06-15 ATR .375 X 11.75 LH/RH AUTO STUD 1

| 2 | 240-01-101 EXTR BRKTHANG STICKBLT BLOCK 1

| 3 | 131-36-90 SCR .3125 X .375 SOC SET 2
NOTE:
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INTERIOR GRID —/]

SECTION VIEW
ALLOWABLE LOAD RATING: 1.5 KIPS RS
FILE NAME: __ 27-01-19.dwg TOLERANCES|DRAWN BY: CLACKAIS " OR 7015
IREV.| DATE | BY DESCRIPTION UNLESS OTHERWISE D (uLEANMK Phone (503 557-4500
/N[ 10/01| WR |UPDATED BOM SPEGFED _ ISSUED ON: | TIMLEGRID HANGER TYPE 5 INTERIOR
/N 08/06 |daveb| ADDED NOTE FRACTIONS +£1/32| ~ 4/21/00 CLEAN-TRAK 2.6
0.0: +01 reHECKED BY:  |SUSPENSION BRACKET AT GRID INTERIOR
000: 2003 (WITHOUT FILTERS)
THIS DRAWING 1S THE PROPERTY OF CLEANPAK AND CAN NOT BE 0.0000 : GIVEN ISCALE: SIZE: A |DRAWNG NO- 97_01-19
REPRODUCED IN WHOLE OR IN PART, NOR DELIVERED TO OTHERS ANCLES - 405 JOB NO- |
| WITHOUT THE EXPRESS WRITTEN PERMISSION OF CLEANPAK. o SHEET ___OF




PART NO. QTY. QTY.
LEVEL| ITEM | >k —Stocked TOTAL DESCRIPTION ONE DWG. NO.

| 1 27-01321 GRID HANGER TYPE 2B ASSY 1

125-00-121 NUT GRID HANGER LH CLR ZNC 27-01-30

125-50-24 NUT .5 X NC LH HEX PLTD

175—72—-82 ATR .50 X 7 NC LH A36 PLAIN

27-00022 GRID HANGER 2.6 LH X 2.50" 27-00-21

OO [WIN

27-00023 GRID HANGER 2.6 RH X 2.50" 27-00-21

NOTE:
¥ ASSEMBLY SHOULD BE TIGHTENED TO A

"SNUG TIGHT" AS DEFINED BY AISC.

¥ CAUTION SHOULD BE TAKEN NOT TO
OVER-TORQUE THE ASSEMBLY.

* OVER—TORQUING THE ASSEMBLY CAN
RESULT IN DEFORMATION OF THE
ALUMINUM HANGERS.

* HANGERS THAT ARE DEFORMED
SHOULD NOT BE USED.
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P BACK TO BACK __#
(8) PERIMETER GRID

SECTION VIEW

TYPE 2B

ALLOWABLE LOAD RATING: 3.75 KIPS REQUIRED

FILE NAME:  27-01-32.dwg TOLERANCES [DRAWN BY: CL " o T

Bhon (03) o7-400.
[REV.| DATE | BY DESCRIPTION UNLESS OTHERWISE BWC NTERNATIONAL Fagn(% 3) 557—4501

SPECIFIED __ 1ISSUED ON: TITLE: GRID HANGER TYPE 2B ASSY
FRACTIONS :£1/32| 11 /28 /01 CLEAN-TRAK 2.6
00: 01 [eHECKED BY: GRID SUSPENSION
0.00:  +0.03 AT PERIMETER MIDSPAN

0.000 :  0.010 - .
THIS DRAWNG 15 THE PROPERTY OF CLEANPAK AND CAN NOT BE 0.0000 : GIVEN |SCALE: SIZE: A [DRAWNG NO: 97_(1_3

REPRODUCED IN WHOLE OR IN PART, NOR DELIVERED TO OTHERS oo NCRE
| WITHOUT THE FXPRESS WRITTEN PERMISSION OF CLEANPAK. ANGLES = £0.5 |sHEET  oF




LEVEL| ITEM | PART NO. | dT¥. DESCRIPTION oL DWG. NO.
| 1 27-01331 GRID HANGER TYPE 3B ASSY 1
2
13
| 4 175—-72—-81 ATR .50 X 7 NC LH A36 PLAIN 1 *
| 5 | 27-00022 GRID HANGER 2.6 LH X 2.50” 2 27-00-21
| 6 | 27-00023 GRID HANGER 2.6 RH X 2.50" 2 27-00-21
CP/1 | 7 27-01311 BRKT GRID 1.25X6.18X1.375 PL 1 * 27-01-31
N 8 | 131-63-72 BOLT .5 X 3.0 NC SOCSET ELECTRO 2
/N | 9 | 125-00-55 NUT .5 x NC FIN HEX ZNC 2
| 10 | 125-50-24 NUT .5 X NC LH HEX PLTD 2 *
| 11_[125-00—122 NUT GRID HANGER RH YEL ZNC 2 27-01-30
NOTE:
* ASSEMBLY SHOULD BE TIGHTENED TO “SNUG TIGHT" AS
NOTE: DEFINED BY AISC.

ASSEMBLE ITEMS 4,7,10.
TACK WELD NUT TO THE
BOTTOM OF ATR. FINISH
WITH

ELECTROLESS NICKEL

* CAUTION SHOULD BE TAKEN NO
ASSEMBLY.

T T0 OVER-TORQUE THE

* OVER—TORQUING THE ASSEMBLY CAN RESULT IN
DEFORMATION OF THE ALUMINUM HANGERS.

* HANGERS THAT ARE DEFORMED

125

SHOULD NOT BE USED.

ISt

ALLOWABLE LOAD RATING: 3.75 KIPS

PERIMETER INTERSECTION
SECTION VIEW

|JE TACK WELD

TYPE 3B

REQUIRED

FILE NAME: __ 27-01-33.dwg TOLERANCES [DRAWN BY: CLE ANPAK CHACKAAS "OR Suits

REV.] DATE | BY DESCRIPTION UNLESS OTHERWSE|  BWC Fhone (803) 5574000

/\]03/021amn |UPDATED PART NO. SPEOFED _f[SSUED ON: | ILE: GRID HANGER TYPE 3B ASSY

/\[02/02DavidBCHANGED QUANTITY FRACTIONS : £1/32| 11 /27 /01 CLEAN-TRAK 2.6

: 0.0: +0.1 . GRID SUSPENSION
01,/02 |prianc CHANGED MATERIAL CHECKED BY:

[N/ g?)goi ;—Lg«&% AT PERIMETER INTERSECTION
THIS DRAWNG 1S THE PROPERTY OF CLEANPAK AND CAN NOT BE 0.0000 : CIVEN |SCALE: SIZE: A [DRAWNG NO: 97_(1-33
REPRODUCED IN WHOLE OR IN PART, NOR DELIVERED TO OTHERS ANGLES « 0.5 J0B NO- |

| WITHOUT THE_EXPRESS WRITTEN PERMISSION OF CLEANPAK. i SHEET ___OF




LEVEL| ITEM | % PART NO. T(Q)TTX'L DESCRIPTION 8LE DWG. NO.
| 0 27-00310 STICK BLT CONN 2.6 TYPE "A” 1
| 1 [ 240-01-36 STICK BLT CONN. TEE GEL 2 27-15-30
| 2 [ 131-95-56 BOLT .25-20 X .25 JOINT CONN 6
| 3 [ 131-95-55 NUT .25-20 X .25 JOINT CONN 6

STICK BUILT/

ALL THREAD ROD AS
REQUIRED

|__WTHOUT THE EXPRESS WRITTEN PERMISSION OF CLEANPAK.

GRID
\ STICKBUILT GRID
INTERIOR GRID
INTERIOR CONNECTION
TYPE "A”
FILE NAME: _ 27-15-20.dwg TOLERANCES|DRAWN BY: " ClackNS ok grots
Irev.| DATE | BY DESCRIPTION UNLESS OTHERWISE JAC cI-EANPAK Phone (503) 557-4500
/N[ 12/01] M |UPDATED BOM DESCRIPTION SPEOFED _[[SSUED ON: | TILESTICK BLT CONN 2.6 TYPE "A”
;RSC“ONSIiL/fZ 01,/06,/00 STICK BUILT INTERIOR GRID ASSY
0 : : 2 CONNECTION TYPE "A”
0.00 - 10.03 CHECKED BY:
THIS DRAWING IS THE PROPERTY OF CLEANPAK AND CAN NOT BE g.gggoz. éﬁ}g;o SCALE: SIZE: A |DRAWNG NO: 97_15-20
REPRODUCED IN WHOLE OR IN PART, NOR DELIVERED TO OTHERS ANGLES - 0.5 J0B NO.- [ser  oF




LEVEL| ITEM | % PART NO. T(Q)TTX'L DESCRIPTION 8LE DWG. NO.
| 0 27-00311 STICK BLT CONN 2.6 TYPE "B’ 1
| 1 [ 240-01-36 STICK BLT CONN TEE GEL 1 27-15-30
| 2 [ 131-95-55 NUT .25—20X.5 JOINT CONN 4
| 3 [ 131-95-56 BOLT .25—20X.25 JOINT CONN 4
| 4 | 240-01-37 STICK BLT CONN TEE BACK PLATE 1

ALL THREAD ROD AS _
REQUIRED

@

STICK BUILT
GRID

INTERIOR GRID USED AT
PERIMETER OF FAB

INTERIOR CONNECTION

|__WTHOUT THE EXPRESS WRITTEN PERMISSION OF CLEANPAK.

FILE NAME:  27-15-21.dwg TOLERANCES
[Rev.] DATE [ BY DESCRIPTION UNLESS OTHERWSE
/\|12/01] ZC |UPDATED BOM DESCRIPTION SPECIFIED
FRACTIONS : +1,/32
00: 0.
0.00 : +0.03
0.000: 0010
THIS DRAWING IS THE PROPERTY OF CLEANPAK AND CAN NOT BE 0.0000 : GIVEN
REPRODUCED IN WHOLE OR IN PART, NOR DELIVERED TO OTHERS ANGLES : 405"

DRAWN BY:
JAC
ISSUED ON:

01,/06,/00

CHECKED BY:

TYPE "B”
m 11241 S. E. HIGHWAY 212
CLACKAMAS OR 97015
Phone (503) 557-4500

TTLESTICK BLT CONN 2.6 TYPE "B”
STICK BUILT INTERIOR GRID
CONNECTION TYPE "B”

SCALE:

SIZE: A PRAMNGN0;27_15_21

JOB NO.:

|SHEET OF




PART NO. QTY. QTY.
LEVEL| ITEM | % =Stocked TOTAL DESCRIPTION ONE DWG. NO.
| 0 27-00312 STICK BLT CONN 2.6 TYPE "C” 1
| 1 240-01-36 STICK BLT CONN TEE GEL 2 27-15-30
| 2 131-95-56 BOLT .25—-20X.25 JOINT CONN 6
| 3 131-95-55 NUT .25—20X.5 JOINT CONN 6
ALL THREAD ROD AS
REQUIRED
INTERIOR GRID

INTERIOR GRID USED AT
PERIMETER OF FAB

INTERIOR GRID USED AT

PERIMETER OF FAB

INTERIOR _CONNECTION

TYPE "C”

CLEANPAK

TTLESTICK BLT CONN 2.6 TYPE "C”
STICK BUILT INTERIOR GRID
CONNECTION TYPE *C”

11241 S. E. HIGHWAY 212
LACKAMAS OR
Phone (508) 557—4500
Fax (503) 557-4501

97015

FILE NAME:  27-15-22.dwg TOLERANCES |DRAWN BY:
REV.| DATE | BY DESCRIPTION UNLESS OTHERWSE|  JAC
/NJ12/18 | joem |UPDATED BOM DESCRIPTION SPECIFIED__I1SSUED ON:
FRACTIONS : +1/32| (1 /06,00
0.0 : $0.1 A
000:  +0p3|ECKED BY:
0.000 : 0010
THIS DRAWING IS THE PROPERTY OF CLEANPAK AND CAN NOT BE 0.0000 :  GIVEN SCALE:
REPRODUCED IN WHOLE OR IN PART, NOR DELIVERED TO OTHERS ANGLES : +0.5°

|__WITHOUT THE EXPRESS WRITTEN PERMISSION OF CLEANPAK.

SIZE: A |DRAWING NO.: 27-15-29

JOB NO.:

| SHEET OF




REQUIRED

INTERIOR GRID USED AT

PERIMETER OF FAB

LEVEL| ITEM | PART NO. | dT¥. DESCRIPTION oL DWG. NO.
| 0 27—-00313 STICK BLT CONN 2.6 TYPE "D” 1
| 1| 240—01-36 STICK BLT CONN TEE GEL 1 27-15-30
| 2 | 131-95-55 NUT .25—20X.5 JOINT CONN 4
| 3 131-95-56 BOLT .25—20X.25 JOINT CONN 4
| 4 | 240-01-37 STICK BLT CONN TEE BACK PLATE 1 27-15-32
ALL THREAD ROD AS

INTERIOR GRID USED AT
PERIMETER OF FAB

INTERIOR _CONNECTION

11241 S. E. HIGHWAY 212
97015
Phone (503 557—4500

| SHEET OF

TYPE ”D”
FILE NAME:  27-15-23.dwg TOLERANCES [DRAWN BY:
REV.| DATE | BY DESCRIPTION UNLESS OTHERWISE JAC (lEANPAK
/N[12/18 | joem | UPDATED BOM DESCRIPTION SPECFED _ITSSEp Ov: | TILESTICK BLT CONN 2.6 TYPE 'D”
FRACTIONS : £1/32| 011 /06 /00 STICK BUILT INTERIOR GRID
0.0: +0.1 2 CONNECTION TYPE ”D”
0.00 : 1+0.03 CHECKED BY:
0.000 :  £0.010 X .
THIS DRAWNG 1S THE PROPERTY OF CLEANPAK AND CAN NOT BE 0.0000 : GIVEN |SCALE: SIZE: A |DRAW'NG NO:97-15-23
REPRODUCED IN WHOLE OR IN PART, NOR DELIVERED TO OTHERS ANGLES « 405" J0B NO.-
| WITHOUT THE EXPRESS WRITTEN PERMISSION OF CLEANPAK. - EL
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