
CLEANPAK International proudly offers 
one of the lightest and most economical 
2” wide T-grids on the market.  This gas-
keted stick-built cleanroom ceiling grid 
system is suitable for all applications 
where T-grid is specified. 

Contact a CLEANPAK factory representative at (503)557-4500 for details, or 
visit our Web site at www.cleanpak.com 

 
11241 S.E. Highway 212          Clackamas, OR 97015              (503) 557-4500            (503) 557-4501 Fax 



Main Runners are factory cut  to 16’ lengths.  These runners are suspended 
at 4’ intervals along their length, and are placed either 
4’ apart or 2’ apart.  Cross Runners are factory cut to 
nominal lengths of either 22” or 46”, and together 
with the Main Runners, form either 2’x4’ 
(orientation “A”) or 4’x2’ (orientation 
“B”) grid arrays.  Orientation “A” 
is hung on a 4’ x 4’  hanging 
array, and orientation “B” 
is hung on a 2’ x 4’ 
hanging 
array. 

The grid 
array may also be 
field cut to form custom 
openings where necessary 
for field clearances.  4’x4’ 
ULPA or HEPA filters can also be 
accommodated.  Parts may be purchased 
by the piece, or as a part of a fully designed 
package.  A factory-designed package includes all 
hardware necessary for assembly and installation, up 
to and including the turnbuckles shown. 



SLIMTRAKTM CONNECTIONS 
SlimTrakTM connections are accomplished with channel-brackets and #10-24 socket-headed cap screws.  
The channel-brackets are available in 4-way, 3-way (T), 2-way (corner), and 2-way (splice) configurations.  
The diagrams below show the various connection joints with the appropriate connecting hardware.  The 
#10-24 socket-headed cap screws require a 26 in-lb torque for proper set. 
 
Each of these channel-brackets can also accommodate a 1/4”-20 threaded rod for hanging.  A hanging 
assembly includes a 1/4”-20 2-ended stud, turnbuckle, and 1/4”-20 nuts (one right-hand and three left-
hand).  The 2-ended stud is tightened 1/3 turn past snug after the channel-bracket has been secured to 
specifications.  The right-handed nut is then tightened 1/4 turn past snug.  Whenever possible, Main Runner 
splices should occur at intersections with Cross Runners for improved system rigidity.  All splices must be 
supported by hangers. 
 
Corner connections may be either butt joined or miter joined depending upon field requirements.  Miter 
joints must be field cut.  All joints must be field caulked at the adjoining horizontal surfaces prior to installing 
the gasket.  The gasket is field cut and installed after the system has been fully installed, leveled 
and caulked. 

SLIMTRAKTM PARTS LIST 
Item Description                      CPI Part Description                         Part No. 
16' Interior Main Runner                                         TRACK LT2X191.98 INT GSKT P                                              27-40002 
2' Interior Cross Runner                                          TRACK LT2X21.985 INT GSKT P                                              27-40000 
4' Interior Cross Runner                                          TRACK LT2X45.985 INT GSKT P                                              27-40001 
16' Perimeter Main Runner                                    TRACK LT2X191.98 PER GSKT P                                             27-40004 
2' Interior Cross Runner w/ Sprinkler Port                 TRACK LT2X21.985 GSK SP ASSY A                                       27-40006 
4' Interior Cross Runner w/ Sprinkler Port                 TRACK LT2X45.985 GSK SP ASSY A                                       27-40007 
4-Way Connecting Bracket Assembly w/Tabs       BRKT ASSY LT2 4-WAY                                                            27-40101 
3-Way Connecting Bracket Assembly                  BRKT ASSY LT2 3-WAY                                                            27-40102 
2-Way 90° Connecting Bracket Assembly            BRKT ASSY LT2 2-WAY S                                                          27-40103 
2-Way Splice Connecting Bracket Assembly        BRKT ASSY LT2 2-WAY S                                                          27-40104 
Hanger Assembly                                                  BRKT ASSY LT2 HANGER                                                         27-40105 
Poron Gasket -- 40' Rolls                                        GSKT PORON .125X.500 1S BLK                                           175-75-85 
Universal Hold-Down Clip                                      CLIP HOLD DOWN LT2/ST2                                                    175-00-90
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